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ABSTRACT:  Abstract should contain almost 100-250 word and it should not be included unnecessary and uncommon abbreviations, citation, equation, symbol and index. The main outline of the work should be given in this part.  Keywords number should be between 3 and 6.
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1. TEXT
Full paper should consist of four main parts such as Introduction, Material and Method, Research Findings, Conclusions and Discussion. A summary of the literature required for the study and the purpose of the study should be given in Introduction section, detailed description of the materials and methods should be given in Material and Method section, findings of the study should be given in the Research Findings section and the evaluation of the results should be given in Conclusions and Discussion section. 
1.1.  Font
Font should be arranged as 12 point, Times New Roman English (United Kingdom) character, 1.5 line spacing and justified align. Abstract, Keywords, and References should be written with Times New Roman justified align, 1 line spacing and 10 point. 
1.2.  Titles
Title should be typed in 12 point Times New Roman font. The first type headings should be bold and uppercase with a size of 12 point and justified align. In the second type headings, only the first letters of the words should be capitalized and bold with a size of 12 point, Times New Roman font and justified align.
2. TABLES
Table headings should be written and numbered in a short and concise manner at the top of the table, and the tables should be given in the text where they are passed. A table example is given in Table 1.
Table 1. A Table Example
	Temperature (OC)
	Time
(Min.)

	50
	5

	60
	15

	70
	20


3. FIGURES
All figures should be centred in the text. If it is necessary, the extra space around the shape should be trimmed. The headings of the figures should be below of each figure and should be arranged as shown in Figure 1.
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Figure 1. A Figure Example
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